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50300ZP Low-VOC 2K Primer (Gray)    Gallon 
50308ZP Low-VOC Urethane Activator—Fast (4:1)  Quart 
50309ZP Low-VOC Urethane Activator—Medium (4:1)  Quart 
50310ZP Low-VOC Urethane Activator—Slow (4:1)  Quart 
50104ZP Zero-VOC Urethane Reducer    Quart 
 
Eastwood’s versatile new Low-VOC 2K Urethane Primer is compliant in all areas of all 
states, meeting even the toughest VOC limits on the books.  When used 4:1 with one  
of three Low-VOC Activators, this high build surfacer features excellent filling and  
superb sandability.  When mixed 4:1:1, it becomes a premium wet-on-wet primer  
sealer with exceptional color and gloss holdout. 
 
 

SAFETY 
This product was designed for and is intended solely for use by trained professionals.  Read all 
warning statements and heed all recommended safety precautions before proceeding.   
 
DO NOT USE THIS SYSTEM WITHOUT SUFFICIENT VENTILATION.  Users must wear appropri-

ate, properly fitted NIOSH-approved activated charcoal cartridge respirator if a forced fresh-air 
system is not available.  Always wear eye and face protection, as well as gloves and protective 
clothing.  Do not use this product, or be exposed to spray mist / vapors if you have respiratory 

problems.  KEEP OUT OF REACH OF CHILDREN AND PETS. 
 
This system comprises multiple components.  Once mixed, this system will have hazards of all 
components.  Read warnings on all packages before opening. 
 

 

 

SURFACE PREPARATIONS 
Apply over Eastwood Epoxy Primer (50242ZP, Quart, 50244ZP, Gallon) after sufficient flash 

time (30 minutes for 1 mil., 45-60 minutes for thicker film builds).  If waiting more than five 
days after application of Epoxy, be sure to abrade surface prior to application of 2K Urethane 
Primer Surfacer. 

 
For use over existing factory finishes, first clean surface with PRE (10194ZP, Quart or 10041Z, 
Aerosol), a specially-formulated blend of solvents designed to remove tar, wax, grease, road 
grime, silicone, buffing compound and other surface contaminates.   Abrade OE finish with a 

minimum of 320-400 grit for adhesion, then re-clean with PRE or comparable Surface Wash to 
remove any debris prior to primer application. 
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MIXING RATIOS 
 
PRIMER SURFACER 
After shaking/stirring primer, thoroughly mix four parts 50300ZP Low-VOC 2K Urethane 
Primer with one part Low-VOC Urethane Activator.   
 
PRIMER SEALER 
Follow the above directions, but add an additional part of 50104ZP Zero-VOC Urethane 

Reducer (4:1:1).  This cuts the film build to create a fast-drying wet-on-wet primer 
sealer. 
 
Use caution in mixing materials as 2K Urethane Primer may begin to gel after approxi-

mately two hours (at 70 °F).  
 
 

SPRAY GUN SETUP 

   

APPLICATION INSTRUCTIONS 
 

PRIMER SURFACER 
Apply Eastwood’s Low-VOC 2K Urethane Primer Surfacer in three medium wet coats to 
achieve desired film build.  Allow at least 10-15 minutes flash time between coats.  A total 
dry film build of 4-7 mils is recommended.  Topcoat after 30 minutes, but before 18 
hours.  After 18-hour recoat window, primer MUST be sanded prior to topcoat application. 
 
May be sanded after 3-6 hours, depending on the total film thickness. 

 
PRIMER SEALER 
Apply Eastwood’s Low-VOC 2K Urethane Primer Sealer in one light coat (do not soak 
feathered edges).  Allow 10-15 minute flash, then apply one medium coat.  Topcoat after 
20-30 minutes, but within 4-6 hours (depending on temperature, air flow, etc).  After re-
coat window, primer sealer should be sanded prior to topcoating. 

 
 

CLEANUP 
Make sure all containers are sealed tightly immediately after each use.  Gun and equip-

ment may be cleaned with a Gun Wash or other appropriate solvent.   

 

 

MORE INFO 
The Eastwood Company 

263 Shoemaker Road 

Pottstown, PA  19464 

Toll free: (800) 343-1178 

Fax:     (610) 323-6269  

www.eastwood.com 
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Type of gun:  HVLP  Conventional Gravity  Conventional Siphon 

Primer Surfacer 
(4:1) 

  1.5—1.7 mm 
(8-10 psi)      

1.6—2.0 mm 
(40-50 psi) 

1.7—2.0 mm 
(40-50 psi) 

Primer Sealer 
(4:1:1) 

1.2—1.4 mm 
(8-10 psi) 

1.4—1.6 mm 
(40-50 psi) 

1.5—1.6 mm 
(40-50 psi) 

For spills, leaks, fire or exposure 
anytime Day or Night:  

CHEMTREC 1-800-424-9300 
(USA — Toll-Free) or (202) 483-7616 

(International — Collect) 


